Abstract. This paper concerns the analysis of how uncertainty propagates through large computational models like finite element models. If a model is expensive to run, a Monte Carlo approach based on sampling over the possible model inputs will not be feasible, because the large number of model runs will be prohibitively expensive. Fortunately, an alternative to Monte Carlo is available in the form of the established Bayesian algorithm discussed here; this algorithm can provide information about uncertainty with many less model runs than Monte Carlo requires. The algorithm also provides information regarding sensitivity to the inputs i.e. the extent to which input uncertainties are responsible for output uncertainty. After describing the basic principles of the Bayesian approach, it is illustrated via two case studies: the first concerns a finite element model of a human heart valve and the second, an airship model incorporating fluid structure interaction.
Introduction
The early stages of development of a new engineering structure from design to commissioning can be exceedingly costly. One of the major drivers in this cost is the need for physical prototyping and experimental testing of the prototype to make sure it meets design requirements. It is argued that these costs could be reduced considerably by more emphasis on computer modelling in the early stages of product development -a sort of virtual prototyping. However, one of the major problems anticipated in the attempt to replace testing with modelling is that computer models will not generally provide a complete representation of the in-the-field structural behaviour. Assuming that adequate computer resources are available; the main reason for lack of model fidelity will be model uncertainty. In this context there are two types of uncertainty: aleatory and epistemic. Aleatory uncertainty, sometimes called 'irreducible' uncertainty is associated with the truly random and unknowable features of the operating environment of the structure e.g. the temperature experienced by the structure. Epistemic uncertainty, sometimes called 'reducible' uncertainty is associated with incomplete knowledge of the structure; information which could in principle be learned by future experimentation. If predictions are to be made on the basis of a model of a structure or system, it is critical to take account of aleatory uncertainty in order to encompass the full range of possible behaviours under random conditions. It is also important to assess the contribution of uncertain model parameters to the overall response uncertainty; in this way future experimentation can be directed towards learning more about the uncertain parameters which contribute most to uncertainty in the predictions. These two problems can be accommodated respectively by uncertainty propagation and sensitivity analysis. The current paper will discuss how the required analysis can be carried out, particularly in relation to a principled Bayesian framework. The discussion is illustrated through the use of two case studies: the first concerning a human heart valve model and the second, an airship model incorporating fluid structure interaction.
Uncertainty Propagation in Structural Dynamics
This paper will focus on a particular aspect of uncertainty analysis which has special relevance in structural dynamics. In fact, one can argue that the analysis of uncertainty raises three main questions in dynamics. First, an appropriate model of uncertainty is a vital element in the design and modelling of high-value engineering structures and systems -this is the problem of quantification. There are numerous theoretical frameworks which allow a specification of uncertainty, like: probability theory, possibility theory, Dempster-Shafer etc., and an excellent discussion of the relations between these approaches can be found in [1] . The broader problem of quantification involves selecting the appropriate theoretical framework and then assigning a quantitative measure of uncertainty or risk. Given that there is more than one way of assigning a measure of risk, the problem arises of translating between them. This problem of normalisation is broadened into one of fusion by posing the question: given two assignments of uncertainty from different frameworks, how can one refine each estimate in the light of the extra information from the other? Equally important in the design process is a prescription for deciding how a measure of uncertainty on the inputs, or specification of a problem, will affect the outputs or results. This is the problem of propagation. Part of this problem is to find which parameters contribute most to output uncertainty; these parameters will require the most effort to estimate in the a priori specification of the problem.
The main concern of this paper is the problem of uncertainty propagation and in particular, the propagation through nonlinear systems. Nonlinear systems present a specific problem in uncertainty analysis because they are not guaranteed to be structurally stable; they may bifurcate when small changes are made to the inputs or parameters. In contrast, linear systems are structurally stable and small perturbations of the inputs or parameters will induce small perturbations of the outputs. In fact this property provides the main line of attack for uncertainty propagation through linear systems; to quote [2] , 'If the coefficients of variation of the involved quantities are small, then the perturbation method can be directly applied to the majority of problems…' (It is important to point out here that [2] is not subject to this restriction and proposes approaches which can deal with the situation when the coefficients of variation are moderate to large.) It may actually be the case that the solution to one of the problems suggests or fixes the solution to one of the others; as an example consider the specification of uncertainty in terms of an interval. This is a situation in which nothing is known of a variable ‫ݔ‬ except an upper bound ‫ݔ‬ҧ and a lower bound ‫;ݔ‬ the variable can then be expressed by the interval ൣ‫,ݔ‬ ‫ݔ‬൧. The adoption of this model for uncertainty, in a sense, fixes the strategy for uncertainty propagation. The reason is that there is a type of arithmetic for such uncertain quantities which mirrors all the usual operations for certain or crisp numbers; for example, addition of two interval numbers is governed by, ሾܽ, ܾሿ + ሾܿ, ݀ሿ = ሾሺܽ + ܿሻ, ሺܾ + ݀ሻሿ
Multiplication of two interval quantities is given by, ሾܽ, ܾሿ * ሾܿ, ݀ሿ = ሾminሺܽܿ, ܽ݀, ܾܿ, ܾ݀ሻ , maxሺܽܿ, ܽ݀, ܾܿ, ܾ݀ሻሿ
(The latter definition takes into account the effect of negative values). Multiplication of an interval number by a positive scalar c is given by,
Finally, if an interval number is the input to a monotonically-increasing function F, then the result is given by, 
One can immediately see how uncertainty based on an interval prescription could be propagated through an engineering model, say a Finite Element (FE) model. A general crisp FE model is specified in terms of some initial quantities e.g. the mass and stiffness matrices for a dynamic calculation (the assembly of such matrices is in itself non-trivial, but that is another matter). A calculation can then proceed towards some desired output e.g. a set of natural frequencies. The algorithm for the calculation can ultimately be broken down into a sequence of the usual mathematical operations. Now, if the initial specification for the mass and stiffness matrices was in terms of intervals (matrices of intervals), in order to encode uncertainty as to their values, in principle, one could carry the calculation of interest forward by replacing each crisp operation by its interval analogue. The result of this procedure would (if successful) be an interval containing upper and lower bounds on the natural frequencies consistent with the uncertainties in the initial parameters or inputs to the model. In fact this type of approach, based on interval analysis, has been implemented with some success in terms of modal analysis and FE analysis [3] . One of the major problems with interval analysis is that it is inherently conservative; during long sequences of calculations, particularly if these are recursive, the uncertainty encoded in the width of the interval, can grow considerably. The final intervals from a long calculation are guaranteed to include the true range in the outputs engendered by the uncertainty in the inputs, but they are often much larger -so much larger in some cases, that they are useless. Another problem with interval analysis is that it represents the uncertainty in possibly the coarsest fashion imaginable. A much better theory of uncertainty is probability theory; this accounts for randomness in the most informative manner possible in direct contrast to interval analysis [4] . The specification of a (continuous) random variable ܺ in probability theory is in terms of the probability density function (pdf) for the variable, ‫‬ሺ‫ݔ‬ሻ. The usual definition of this quantity is that the probability that a random variable ܺ will fall in the range ሾ‫,ݔ‬ ‫ݔ‬ + ݀‫ݔ‬ሿ is given by, ܲሺܺ ∈ ሾ‫,ݔ‬ ‫ݔ‬ + ݀‫ݔ‬ሿሻ = ‫‬ ‫ݔ݀‪ሻ‬ݔ‪ሺ‬‬ ஶ ିஶ (5) with the standard meanings for the various symbols. The pdf encodes all possible knowledge of the behaviour of ܺ. So if probability is perfect, it begs the question -why not always use probability theory? The answer is, one does if one can, but there are practical issues which raise difficulties. The most immediate problem is that it is not always straightforward to obtain the pdf for a variable. If the pdf is not derivable from the underlying physics of the problem, it will need to be estimated or elicited from experts, and this can be a problem [4] .
Suppose that the problem of interest is to compute an output ‫ݕ‬ for a problem, given ݀ input parameters ሼ‫ݔ‬ ଵ , ⋯ , ‫ݔ‬ ௗ ሽ. For example, one may wish to know the maximum value of stress over a component modelled by FE with the various inputs being the material properties etc. which require prior specification. Regardless of the complexity of the calculation, it can be regarded as a function of the inputs,
which results in the output of interest. So far, all of this is deterministic; however, suppose that the set of inputs is uncertain. If the inputs are random, the best specification one can have is the multivariate joint pdf (jpdf) ‫ݔ‪ሺ‬‬ ଵ , ⋯ , ‫ݔ‬ ௗ ሻ, whose definition is a natural generalisation of (5) . If the jpdf of the inputs is known, it may still be an intractable problem to translate this into a pdf (specification of uncertainty) for the output ‫.ݕ‬ To explain things in the simplest terms, suppose that one has a univariate problem ‫ݕ‬ = ݂ሺ‫ݔ‬ሻ (maximum stress only depends on Young's modulus, say). If the pdf of the input ‫‬ ௫ ሺ‫ݔ‬ሻ is known, the pdf of the output ‫‬ ௬ ሺ‫ݕ‬ሻ follows from a transformation law,
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and this is all very well as long as one can write down the function ݂ explicitly. If ݂ is only specified implicitly by a large (potentially nonlinear) computer model, this will not be possible. A further complication is that very few problems indeed have a single input. In the absence of an analytical solution, one approach to the propapation problem is that of Monte Carlo (MC) analysis [5] . The idea is simply stated: one generates many random samples of possible inputs consistent with their jdpf and then propagates the individual crisp input sets through the algorithm or computation; the result is a set of outputs which one can use in order to estimate their pdf. The problem is that, if the input set is multi-dimensional, it may require very many samples to be drawn in order to cover all possibilities. This is fine as long as the calculation is quick; however, the implication is that one is dealing with a large complex calculation which may well be expensive to run in terms of computer resources. In the latter case, MC analysis may be prohibitively expensive. One way out of this dilemma is to use a surrogate model or emulator (also called metamodels, response surfaces, fast-running models etc. under various circumstances). Again, the idea is simple to state: suppose the true (expensive) model specification is as in (6) , a surrogate model is simply an alternative model ‫ݕ‬ ௦ ሺ‫ݔ‬ ଵ , ⋯ , ‫ݔ‬ ௗ ሻ which behaves like the true system on a given set of inputs, but is structurally much simpler. The most basic examples of such a surrogate model might be a straightline regression fit to a polynomial, or a polynomial fit to a transcendental function. The key idea here is exposed by the use of the term regression; the basis of regression analysis is that one can specify a parametric model for an input-output process and then estimate or learn the parameters of the model by minimising the model error on some known input-output data (usually called training data). This general regression problem is central to the well-explored discipline of machine learning [6] . The key observation is that the regression model can typically be learned using a small number of input-output sets, and this will require a smaller number of runs of the true model, certainly many less than a MC analysis would require. Once the surrogate model or emulator is established, it can then be used to generate the large number of input-output sets required by MC analysis in order to characterise the output uncertainty. A further critical advantage of the emulator is that, in contrast to the true model, it will often have a simple closed-form structure which could in principle be used for the analogue of equation (7), and this offers the possibility of avoiding MC completely. The idea of the emulator will be central to the next section's discussion of Bayesian sensitvity analysis.
Bayesian Sensitivity Analysis
The discussion of the last section was centred on the idea of uncertainty propagation; given a series of uncertain inputs to a computation, how does one characterise the uncertainty on the output? As discussed in the introduction there are other pressing problems in dynamics which are associated with uncertainty, one of them being sensitivity analysis (SA) [7] . In a sense, this is a refinement of the propagation problem where one wishes to determine (qualitatively) which input variables (with their associated uncertainties) are responsible for the output uncertainty. The SA technique which will be discussed and applied here is based on Bayesian probabilistic approach as detailed in [8] .
(The approach is well-established within the probability and statistics community, the current paper is concerned with arguing the benefits of adopting it in the engineering context.) Each uncertain input parameter is represented as a probability distribution, and an emulator is fitted using multiple runs of the true model. In this case, the emulator is based on a powerful regression paradigm from machine learning called a Gaussian process [9] . From this emulator, statistical quantities relating to sensitivity and uncertainty can be inferred directly -for example, output uncertainty distributions and parameter sensitivities. A further advantage of using Gaussian process regression is that the uncertainty of the emulator fit is itself quantified.
Gaussian Process Regression. As discussed above, any computer model can be regarded as a function of its inputs: ሺሻ . (From this point, the multivariate input set will be specified as a
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Advances in Experimental Mechanics VII boldface vector; this releases subscript indices to indicate instances of training data.) Although the function is (usually) deterministic and governed by known mathematical relationships, it is often complex to the point of mathematical intractability. From a practical point of view, ሺሻ can then be regarded as an unknown function, given that one does not know the output for a given set of inputs until one has actually run the model -or an emulator if the true model is computationally expensive. As indicated above, the emulator discussed here will be the Gaussian process (GP).
GPs are an extension of the standard multivariate Gaussian probability distribution, they are essentially a probability density function over functions. Whereas most forms of regression return a crisp value ݂ሺሻ for any given , a GP returns a specification for a Gaussian probability distribution. This means that prediction using the model automatically provides estimates of the confidence interval on the output. GPs also adhere to the Bayesian paradigm for probability, that is, a number of prior assumptions are made about the function being modelled, and then training data (samples from the model) are used to update and evaluate a posterior distribution over functions. A key assumption is that the model is a smooth function of its inputs -it is this that allows extra information concerning the response to be gained at reduced computational cost. Clearly if a function is smooth (in a sense, slowly-varying), information from a data point (input) will allow inferences on the behaviour of the function on neighbouring points.
The basic elements of GP regression will be discussed here, a much more extensive treatment can be found in [10] . For any set of n input point ሼ ଵ , ⋯ , ௗ ሽ (the subscripts now provide a training point label), each of dimension d, the prior beliefs about the corresponding outputs (if a vector of outputs is considered, see later) is specified by a multivariate normal distribution. This in itself is not informative enough, complete specification of the Gaussian distribution requires some prior assumptions about its mean and covariance. The mean is assumed to have the form of a regression fit through the training data,
where ሺሻ is a specified regression function of , and ࢼ is the corresponding vector of coefficients. The vertical line in Eq.8 indicates that this expression is a conditional expectation. For simplicity, ሺሻ is chosen here to be ሺ1, ሻ, representing a linear regression,
(this can be extended to higher-order polynomial fits if required). Note that a straightforward regression approach would propose a relationship of the form,
The coefficients for a standard least-squares regression model of the form (10) would usually be obtained by minimising the sum of the squared prediction errors over the training data; the result would be a rather minimal linear model in the context of the ሺሻ discussed here. Eq. (9) is rather more sophisticated than this for reasons which will become clear later. In addition to a prior specification for the mean for the GP model, one requires covariance information. The covariance between output points for the GP model is assumed to be,
where ߪ ଶ is a scaling factor and ‫ܤ‬ will be a diagonal matrix of length-scales, representing the roughness of the output with respect to the individual input parameters. These quantities are specified before any training on the data and are referred to as hyperparameters. The covariance function used here is chosen to be a squared-exponential function of the form,
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The posterior distribution for the GP is found by conditioning the prior distribution on the training data , and integrating out (or marginalising over) the hyperparameters ߪ ଶ and ࢼ. (Note that the output here is considered to be univariate and the vector is an ordered array of all of the output values in the training data; it is thus of dimensions ݊ × 1.) The process of marginalisation is central to the Bayesian approach; essentially one integrates the model over all possible values of the hyperparameters according to their probability. This means that the hyperparameters themselves require a prior specification for their probability density; (this will not be discussed further here, the curious reader can consult [12] for more detail). The integrals involved are usually all of a Gaussian form, and although the expressions are almost always very complicated, the results can be given in closed-form. The result is a Student's t-process, conditional on ‫ܤ‬ and the training data,
where,
Note that the determination of the emulator (12) is basically an exercise in machine learning and as such its quality is critically dependent on the number and distribution of training data points in the input space, and the values of the hyperparameters. The diagonal matrix of roughness parameters ‫ܤ‬ cannot generally be integrated out analytically and must be evaluated using maximum a posteriori (MAP) estimation -this calculation typically represents the most computationally intensive part of the process. It is useful to dwell a little on what has happened through the last sequence of equations. Arguably the most important part of the GP model is the mean of the model as this is what one takes as the prediction on a given . The prior specification of the model is given by Eq. (8) and carries no information yet about the training data. After incorporation of the training data (and integration over the hyperparameters), the posterior form of the mean is given by Eq. (14) and this can be written in a form which exposes its meaning a little more clearly; one writes,
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where Σ = ሺሻ ் ‫ܣ‬ ିଵ and ࣕ ො = − ߚ መ . The latter term is essentially the vector of residual errors over the training set for a linear regression model. If the input-output process were truly linear and there was no measurement (or other) uncertainty, this term would be zero and Eq. (22) would collapse onto a perfect linear regression model. If the process is not linear and/or there is measurement uncertainty, the second term in Eq. (22) 'switches on' and modifies the linear regression core. The second term then acts as a sort of (non-polynomial) interpolant; it carries information about the training data through both terms and it also carries information about the assumed smoothness of the model through the matrix Σ which is built from data dependent on the covariance function. This combination of regression and interpolation in the posterior mean, means that it has much greater predictive power than a linear regression alone. In fact, the GP is even more sophisticated than this; as one also has a posterior variance for the model, one can establish natural confidence bounds on predictions.
The dependence of the emulator on training data means that some model runs are always required. As discussed above, the advantage of the Bayesian sensitivity approach is that, typically far fewer runs are needed to train the emulator than would be needed for a full MC analysis. The main reason for this is that the emulator carries information about the smoothness of the data and therefore knowing the function at one point in the input space means one has information about the likely values at neighbouring points; MC analysis does not allow for inference of this nature, the points at which the function is evaluated are considered isolated from each other. To deal with the sampling of training data in as principled a manner as possible, ideas of experimental design are applied and a maximin Latin hypercube design (maximin LHD) is used here [11] . A Latin hypercube design divides input space into regions of equal probability and distributes points in a Latin-square across "probability-space". A maximin LHD improves on this by additionally maximising the minimum distance between input points, thus optimising the space-filling properties of the design.
Inference for Sensitivity Analysis. Having established an emulator, the next parts of the process are associated with establishing how uncertainty propagates through the emulator and finding the sensitivities of interest [8, 9, 12] . Several quantities can be inferred from the posterior distributionover-functions described above, that are relevant to sensitivity analysis. Fundamental quantities such as the mean and variance of the output distribution can be evaluated and this provides an estimate of the output uncertainty. In addition to total output variance, one can determine main effects, interactions and other sensitivity measures for the input parameters, based on their contribution to, or responsibility for, output variance. If a small amount of uncertainty (low variance) on an input parameter generates a high degree of uncertainty (high variance) on the output, then the output is clearly sensitive to that parameter in terms of uncertainty propagation.
The function ݂ሺሻ can be decomposed as follows, into main effects and interactions,
where the expectation operator ‫ܧ‬ is defined here with respect to the probability distribution of the inputs and,
with higher-order terms being defining in an analogous fashion. Here ‫ݖ‬ ሺ‫ݔ‬ ሻ represents the main effect of the input variable ‫ݔ‬ ; ‫ݖ‬ ሺ‫ݔ‬ , ‫ݔ‬ ሻ is the first order interaction of the input variables ‫ݔ‬ and ‫ݔ‬ and further terms represent higher-order interactions; ܻ is the random variable corresponding to the function output ‫ݕ‬ and therefore ‫ܧ‬ሺܻሻ is the expected value of the output y considering all
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possible combinations of inputs. The main effect of an input can be thought of as the effect (on the output) of varying that parameter over its input range, averaged over all the other inputs.
Interactions describe the effect of varying two or more parameters simultaneously, additional to the main effects of both variables. Plotting main effects serves as a visual indication of the influence of particular inputs and interactions, showing (albeit qualitatively) the variance of the output with respect to individual input parameters and the nonlinearities associated with those responses. This will become clear when the case study material is discussed later. One can infer posterior mean values for main effects and interactions by simply substituting the posterior mean into the definitions detailed above. The necessary tool is the conditional expectation defined by,
where the subscripts p and -p indicate subsets of the inputs indexed by a set of labels p and the complement of p respectively and ‫‬൫ ି ห ൯ represents the multivariate probability density function of the input parameters indexed by -‫‬ conditional on those indexed by ‫.‬ The set ߯ ି is that spanned by the input variables indexed by -‫.‬ The posterior mean of the main effect can be derived by substituting (26) into (14) in place of ݂ሺሻ, the result is,
where * E is the expectation with respect to the posterior distribution now (i.e. that governing the random variable ܻ, and,
Although this results in a series of matrix integrals, a Gaussian or uniform distribution over the input parameters allows these to be evaluated analytically. Expressions for interactions can be similarly derived using their respective definitions. An alternative approach to summarising sensitivity information is in terms of variance and sensitivity indices; such methods are widely used [12] . This approach involves quantifying the proportion of output variance for which individual input parameters are responsible. In particular, sensitivity can be measured by conditional variance,
This is the expected value of the contribution of the input variable ‫ݔ‬ to the output variance. Note that this is also the variance of the main effect of x i , hence it is known as the main effect index (MEI). This can be extended to measure conditional variance of interactions of inputs, i.e.,
and so on for higher-order interactions. Although this approach provides detailed insight into the effects of combinations of inputs on output uncertainty, it can be time-consuming to examine all possible interaction permutations for models with many input dimensions. An alternative sensitivity 32 Advances in Experimental Mechanics VII measure [12] , describes the output variance that would remain if one were to learn the true values of all inputs except ‫ݔ‬ ,
This last measure, called the total sensitivity index (TSI), measures the variance caused by an input ‫ݔ‬ and any interaction of any order including ‫ݔ‬ . It allows a more holistic view of the uncertainty attributed to each input, but does not give any details as to how it is distributed between main effects and interactions. Between the MEIs and TSIs, a detailed view of the sensitivities of inputs and their interactions can be gained.
To calculate posterior means and variances of the above quantities from the emulator, the following equation is obtained [12] ,
and the terms ܲ , ܳ and ܵ have a similar integral structure. The symbol * denotes a vector comprised of and ′ ି . The presentation of these quantities is not just gratuitous, the motivation is to give some idea of the complexity of the sort of calculation that can nonetheless be carried out analytically in some cases of importance; this is one of the remarkable strengths of the Bayesian approach. The full details of the calculation of V i and V Ti can be found in [12] . All the quantities of interest presented here can be computed using the software package GEM-SA [11] , and this was used in the case studies which now follow. 
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Case Study 1: A Heart Valve Model
Background. The aortic valve is situated in between the left function is to ensure one-way flow of oxygenated blood from the heart to the rest of the body. The valve consists of three leaflets and three sinuses, arranged as shown in blood pressure is greater than aortic blood pressure (in systole), the leaflets open; conversely when the opposite is true (diastole) the leaflets are forced against each other, restricting any blood flow. In a full life span, the valve opens and closes around 3.7 billion t is prone to a variety of diseases replacement that performs consistently under such demanding circumstances is a very challenging affair.
Modelling.
A reasonable starting point in prosthesis design is to acquire a comprehensive understanding of the natural component to be replaced modelling. However, the uncertainty involved in modelling a heart valve is substantial material properties and loading can only be specified to within fairly wide ranges. Furthermore, the complicated nature of the material properties is an additional source of epistemic uncertainty indeed, some work has been done to investigate analysis of a typical heart valve FE model would provide useful insight into the robustness of the simulation. For the purposes of this study, a was created parametrically in ANSYS and solved in the LS Belytschko-Lin-Tsai shell elements to model the entire structure, encompassing the sinus, leaflets and a section of aorta at either end. An illustration of the mesh is shown was performed over the initial opening movement of the valve: a total time of 0.1s, starting from the point where the pressure on the leaflet becomes positive in the z around 3200 elements, depending on the set of input parameters used.
Figure 2. Two-thirds of aortic valve mesh (typical parameter set)
The geometry is described with a relatively small number of parameters quoted as a range. Some finer geometrical points in as describing exact dimensions of a naturally varying biological system is meaningless. The thickness of the tissue in the leaflet also varies from commissures to leaflet tips, however it was considered sufficient in this investigation to have only two regions of different thickness the commissures and the other for the rest of the leaflet. The material of the heart valve is anisotropic and nonlinea and the sinus. The leaflet is comprised circumferential direction, joined by tension and resistive force is due purely to the connective tissue, however for greater extensions the
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Advances in Experimental Mechanics VII fibres provide a stronger elastic resistance -this is responsible for the hyperelastic nature of the material. The aortic tissue is also hyperelastic, but due to the largest strains occurring in the leaflet, it is usually considered sufficient to model it as linear. Although both leaflet and aortic tissue is hyperelastic and anisotropic, for the purposes of this investigation the material was assumed to be elastic, albeit having separate elastic moduli between leaflet, commissure and sinus. One justification for this is that existing uncertainty data on distributions of elastic moduli used for modelling aortic valves is scarce enough -hyperelastic parameters even more so. Furthermore, hyperelastic material models introduced too many input dimensions for the scope of the study. A number of recent aortic valve simulations have made use of fluid-structure interaction techniques to more realistically model blood/leaflet interaction [15, 16] , however in the interests of reducing computational expense, for this investigation the loading was applied as a set of simple pressure curves, assumed to be uniform across the leaflet [16] . The respective pressures on the leaflet, and the aortic and ventricular sides of the valve were obtained from the pressure curves in the cardiac cycle, which are well established quantities. Although this is not a completely accurate representation of the leaflet loading (since this is an interactive relationship that depends on the position of the leaflets), it was considered adequate for the purposes of this uncertainty analysis. Table 1 . Chosen Input parameters for sensitivity analysis.
Sensitivity Analysis.
A full holistic sensitivity analysis of a FE model is impractical, even with the Bayesian approach outlined above, since the number of uncertain parameters (geometrical, material, loading and numerical) can be extended almost without limit. It was therefore considered enough to pick eight input parameters to examine, that were found to vary substantially from one simulation to the next in a comprehensive literature review on the topic. Ranges could then be collected for each parameter based, in a loose sense, on the "belief" expressed in the existing literature, in the absence of formal statistical data. Other parameters were collected from studies quoted in [13] . The input parameters are presented in Table 1 . Each parameter was assigned a normal distribution for mathematical tractability.
Only a brief illustration of the results of the analysis can be given here, the reader is referred to [17] for much more detail. The methods used in this investigation require that the output of the model be a scalar quantity; this meant that a certain subjectivity crept into the analysis, a prior selection of a small number of quantities of interest was made and a separate sensitivity analysis was carried out for each. The output parameters considered are shown in Table 2 , representing: maximum stress, speed of valve opening (which is one of the methods used to validate aortic valve models [18] ), maximum displacement of leaflets and leaflet buckling (which appears to important in the mechanisms of valve failure [19] ). In each case, the input ranges were used to create a maximin Latin hypercube design of 250 training points. This input matrix was then run through LS-Dyna to 
Output Parameter Description
Sigmaxmax Maximum stress in any part of the model, at any time step
Thalfop
Time when leaflet tips pass between coaptation points (point at which leaflet is likely to buckle most)
Topen
Time for leaflet tips to reach aortic radius
Dispmax
Maximum displacement of leaflet tips (vector sum)
Wig Percentage buckling at Thalfop (defined by angles successive elements make with each other in the x-y plane)
Results. The posterior expected value of the mean and variance for each output parameter is shown in Table 3 . This gives an overall idea of the uncertainty in each output, given the uncertainty assigned to each input. To illustrate the comparative uncertainty between outputs, the standard deviation has also been presented as a percentage of the mean. It is evident that some of the uncertainties here are substantial -Thalfop, which represents the speed of opening of the valve, varies over 100% inside the 95% confidence limit. Similarly, the maximum stress value varies by around one order of magnitude. A more detailed analysis shows that the uncertainties can be the result of high-order interactions.
For example, less than one third of the uncertainty in the opening time (Thalfop) is explained by 36 Advances in Experimental Mechanics VII first-order interactions. An examination of the total effect indices gives more insight, as illustrated in Fig.3a . Notably, the thickness and elastic modulus of the sinus and their interactions with other variables (Fig.3b ) are responsible for a large proportion of the output variance -this supports the supposition that the flexibility of the sinus is partly responsible for the ease of opening of the valve [19] . Another first-order effect worth mentioning is that interactions between sinus thickness and commissure thickness play an important role (7.5%), possibly because the thicker commissure needs a flexible sinus to allow it to reverse its curvature. In order to illustrate the information in the main effects, Fig.4 shows a main effect plot for the leaflet stiffness and reveals that there is a significant nonlinearity in the response of wig to El. It is evident that below an elastic modulus of around 500 kPa the level of bucking increases dramatically. Discussion. Only a small fraction of the available results have been given here; even so, one can see the value of the analysis. Table 1 shows that for the four parameters investigated there is very substantial variation as a result of input uncertainty, with some standard deviations being over 50% of the mean. It should be remembered also that this is only due to the uncertainty in 8 input parameters, whereas in reality many more inputs are subject to variance, suggesting that these estimates are if anything, slightly conservative. This highlights a general problem in modelling biomechanical systems -often data is scarce, and aside from that, aleatoric uncertainties are unavoidable. At best, quantitative results from this model could only be quoted to quite vague ranges, given the assumed input uncertainty. The sensitivity analyses also show that there are likely to be complex interactions at work in a typical heart valve model.
Case Study II: Fluid Structure Interaction -An Unmanned Airship Model
For a range of aerial applications, lighter-than-air aircraft -airships -are enjoying a resurgence in popularity, in particular in the unmanned version. In order to combat some of the problems encountered by conventional airship designs and expand the range of operable weather conditions, a new design has been proposed in [20] , called the Elettra Twin Flyers (ETF) (Fig.5) . The design innovations are twofold -firstly there are two gas envelopes rather than one, positioned side by side. This allows a smaller profile for the equivalent lift. The two balloons are connected by a rigid structure that also acts as a platform for affixing a payload (e.g. surveillance equipment) and operational equipment. Secondly, the ship is moved in all six degrees of freedom by a series of directional propellers; the advantage being that the ship can be manoeuvred effectively without the requirement of forward motion. The innovations are intended to give the ship greatly increased manoeuvrability at low velocities, and allow the ETF to hover with the prow orientated in any direction, even in adverse weather conditions. This case study is concerned with the structural analysis of a model corresponding to the prototype design of the ETF.
The model is complex and only the briefest summary of its salient features will be given here, the reader is referred to [21] for much more detail (that reference also surveys the relevant background literature on the modelling of airships). In terms of overall scale, the model investigated here is 36m in length, this being the length required for sufficient buoyancy to support the total weight of the structure and payload (approximately 3 tonnes).
Material. In a sense, the material properties of the structure are not of great interest here as the main uncertainty discussed later will relate to the direction of aerodynamic loading; however, they are mentioned here as the materials used are quite novel and are themselves subject to uncertainty, and this is important for static stress analysis [21] . The frame material is a sandwich layup, consisting of layers of carbon/epoxy T300 15k/976 composite, either side of an Ultracor® honeycomb core [22] . This has the benefit of low density and high stiffness and resulted in a quasiisotropic material at the macroscopic level, to simplify modelling. However, it was found in [23] , that the material properties of the composite varied significantly with changes in temperature. Since the airship is potentially operating in conditions of +/-50 o C (dependent on altitude, location and weather), the uncertainties in material properties were expected to have a substantial effect on the response of the structure to loading. Modelling. The modelling of the airship was performed to reveal the stress and deformation of the airship under aerodynamic loading conditions. Control of the structure is currently based on the assumption that the structure is rigid; this is an important point because even minor deformations and rotations of the arms on which the driving propellers are located can have effects on the control system that are hard to predict. One main objective of the FE analysis was thus to quantify deformation in certain parts of the structure under a variety of loading conditions. In terms of structural integrity, both linear and nonlinear static models were constructed in the programme of study in order to study structural stresses, and the results are presented in [21] ; however, the results shown here are from a full Fluid Structure Interaction (FSI) model considered the effect of gusts of wind incident at different angles to the airship. As in the case of the heart-valve model, the FE software LS-Dyna was used; the solver being capable of handling highly nonlinear and transient simulations, and the coupling of Lagrangian and Arbitrary-Lagrangian-Eulerian (ALE) meshes required for FSI.
Aerodynamic Loading. The forms and magnitudes of aerodynamic loading can vary greatly, from the response of the structure in steady-state flow, to ramped or stepped loading (i.e. from gusts of wind in still air). The gust is an important aspect in the study of the interaction of any aircraft with the real atmosphere and was considered to be crucial in this study. The form of gust model used is the classic constant-gradient gust referred to for example in the European Aviation Safety Agency regulations [24] . The velocity profile of this linear gust is known to closely follow that of a natural gust. Since the pressure distribution on a non-trivial structure due to a particular gust of wind is far 
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Advances in Experimental Mechanics VII from obvious (especially at certain angles), the FSI model was created with an Arbitrary-EulerianLagrangian (ALE) mesh overlapped with the Lagrangian mesh used for the "dry" model. The possibility of structural deformation that would change the boundary conditions of a standard CFD model necessitates this approach. The ALE mesh combines the benefits of the Lagrangian and Eulerian mesh approaches, respectively that the mesh is allowed to move in space (thus limiting the size of the mesh necessary); and that the material can flow through the mesh, allowing the very large deformations that are characteristic in fluid flow. An extensive discussion on the ALE method is found in [25] . The two meshes were coupled together using a penalty-based approach [26] , Fig. 6 illustrates the arrangement of the two meshes. The ALE mesh is cylindrical because it allows investigation of different incident gust angles; the airship can simply be rotated in the mesh without the need for extra pre-processing. Figure 6 . Illustration of cylindrical ALE mesh overlapping Lagrangian airship mesh, viewed from above; µ = angle between gust direction and ship axis.
The air is modelled in terms of compressible, viscous flow without considering turbulence; this represents a first approximation of the airflow around the structure for use in uncertainty analysis. Although there are many conceivable uncertainties associated with the definition of the gust hitting the airship, in this analysis only the wind angle was investigated. After adding the fluid mesh, the run time of the model became very substantial, so for this stage of the investigation the other uncertainties were treated as known to save on analysis time, though they may be investigated in future analyses.
Results and Discussion. To show the effects of the gust direction on an output of the model, Fig. 7 (left) shows the main effects on final displacement between opposite propellers in the x-direction of the model, (this is an important quantity, being a measure of the deformation of the structure and thus potential degradation of the control system). Extracting a meaningful quantity from this model is not trivial because the impact of the gust causes structural oscillations, and all displacement and stress values are a function of time. The variation in displacement is reasonably linear and quite small. This is attributed to the rigidity of the structure caused by tension in the balloons. The µ INCIDENT GUST Applied Mechanics and Materials Vols. 24-25displacement is increasingly negative as the gust is angled more towards the front of the airship, likely because the balloon is pushed towards the rear of the ship, causing the structure to contract slightly. Other outputs of the model are less well-behaved. A significant difficulty with this model is that a small change in gust angle can drastically change the output of the model. Fig.7 (right) shows the variation of stress with gust angle for four chosen regions in the model. Each of these regions represents an area of observed stress concentration in the frame. The response of stress is shown to be highly nonlinear in relation to the gust angle. This can sometimes cause problems with an emulator approach since a highly-structured response requires a higher density of training data (however, a check of the emulator accuracy using cross-validation showed that it was acceptable here). Finally, in a model like the one presented above, the number of uncertainties can be extended almost without limit. Loading uncertainties such as wind pressure distribution, velocity, air density and viscosity are could all vary (in fact, co-vary) due to environmental conditions or natural variation. Considering all these uncertainties in such a model is currently impractical, but it is worth remembering that considering only a small set of the model uncertainties will result in an underestimate of the true output uncertainty.
Summary
It does not seem appropriate to present a long summary here. The objective of the paper was simply to give an overview of some issues relating to uncertainty propagation through large (computationally-expensive) structural models. In fact, much of the discussion centred on the more refined problem of sensitivity analysis. The main thesis of the paper is that an established Bayesian approach to the sensitivity analysis, based on a Gaussian process emulator or surrogate model, can yield insight into the problem without the restrictive requirement of performing many model runs. (More correctly, the approach needs many less model runs than Monte Carlo.) In order to illustrate the sort of information which is readily available from the Bayesian analysis, two case studies were presented. Between the two case studies, one sees many of the aspects of engineering models which present difficulties for the modeller.
